
TECHNICAL DATA
Diamond Polishing Products (DP-Products)

DP-Product Grain sizes available Diamonds Water or alcohol based Container size*

DP-Suspesion P 15 µm, 9 µm, 6 µm, 3 µm, 1 µm, 0.25 µm, 0.1 µm Polycrystalline Water 125 ml **
500 ml
2.5 l
5 l

DP-Suspension M 15 µm, 9 µm, 6 µm, 3 µm, 1 µm Monocrystalline Water 500 ml
2.5 l
5 l

DP-Suspension A 15 µm, 9 µm, 6 µm, 3 µm, 1 µm, 0.25 µm Polycrystalline /
Monocrystalline

Alcohol 500 ml

DP-Spray P 35 µm, 15 µm, 9 µm, 6 µm, 3 µm, 1 µm, 0.25 µm Polycrystalline Alcohol 150 ml

DP-Spray M 15 µm, 9 µm, 6 µm, 3 µm, 1 µm Monocrystalline Alcohol 150 ml

DP-Stick P 15 µm, 9 µm, 6 µm, 3 µm, 1 µm, 0.25 µm Polycrystalline Solid 24 g

DP-Paste P 15 µm, 9 µm, 6 µm, 3 µm, 1 µm, 0.25 µm Polycrystalline Solid 10 g

DP-Paste M 15 µm, 9 µm, 6 µm, 3 µm, 1 µm, 0.25 µm Monocrystalline Solid 10 g

Find Safety Data Sheets (SDSs) on struers.com * Not all µm sizes are available in all container sizes. 
Please go to Struers consumable catalog for all details

**In a pump bottle for manual application
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